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COLOUR TABLE  
 

 Colours Mixing ratio 
S1 : S7 Recommended finishes  

S1 
 

100 : 0 White 

S2 
 

90 : 10 

Orange 
Yellow 
Blue  

Metallic light green  

S3 
 

70 : 30 Metallic light grey  
Medium yellow  

S4 
 

50 : 50 

Metallic medium grey 
Dark yellow  

Blue 
Medium green 

S5 
 

30 : 70 Metallic medium red 
Metallic dark grey  

S6 
 

5 : 95 Metallic dark blue 
Metallic dark green 

S7 
 

0 : 100 Black 
Metallic dark red  

 
EQUIPMENT CLEANING 

 
Clean with a cleaning thinner before the pot life has expired. 
 

SAFETY 
Follow instructions of product label. For more information check the Safety Data Sheet. 
Compliant with the National Statutory Regulation for Health and Safety at Work and Waste 
Disposal. 

 
STORAGE  

Store the product in a ventilated place far from direct exposure to 
sunlight. Keep between +5ºC and +30ºC. 

 
GUARANTEE   

In unopened original packaging, one year from manufacturing 
date. 

 
 
 
 
 

For any technical information contact with our Customer Attention Service or our Technical Department.  
ROBERLO SA declines any responsibility due to an incorrect use of the product. 

 

SUGGESTION: 
 
Dilute with 5% of the 
high filling power 
primer when applied to 
temperatures up to 
25ºC, so we will obtain 
a better application 
and levelling. 
 


